




Smart cameras

M18xx series

Pictor M1821E has a resolution of 1600 x of 1200 pixels, which does not scaled down at the SVGA output. The attached TFT monitor 

must control the resolution of 1600 x of 1200 pixels. Otherwise none or an incorrect picture is indicated. Alternatively a CRT monitor 
can be used. 

Smart cameras S 4-3

Notes

Accessories

Technical diagram

IR-cut filter Broadbad filter

pictor®

Version 2.0.1 - Technical changes reserved

Order
no.

Name Discription

4-20-204 Key-Pad using the monitor menu

4-40-181 V24 serial cable C4,5m accessory equipment for pictor M16xx/M18xx and Mxx/E

4-40-182 V24 serial cable C4, 10m accessory equipment for pictor M16xx/M18xx and Mxx/E

4-40-184 Keypad/V24-cable C4, 5m for keypad-pictor M16xx/M18xx

4-40-200 Trigger cable, 5m accessory equipment for pictor M1xxx and Mxx/E

4-40-201 Trigger cable, 10m accessory equipment for pictor M1xxx and Mxx/E

4-40-203 Ethernet cable, 5m accessory equipment for pictor M1xxx/E and Mxx/E

4-40-204 Ethernet cable, 10m accessory equipment for pictor M1xxx/E and Mxx/E

4-40-209 plug type,power supply,24V DC accessory equipment for pictor M1xxx and Mxx/E

4-40-223 PLC/power cable, 5m accessory equipment for pictor M1xxx and Mxx/E

4-40-224 PLC/power cable, 10m accessory equipment for pictor M1xxx and Mxx/E

4-40-226 Ethernet cross-module accessory equipment for pictor M1xxx, Mxx/E

4-40-240 SVGA cable for monitor, 5m accessory equipment for pictor M1xxx

4-40-241 SVGA cable for monitor, 10m accessory equipment for pictor M1xxx

3-90-025 PKM-PLC8 Process modul IO 8 IN/ 8 OUT dig. IO for pictor and vicosys via RS232 or
Ethernet

3-90-026 PKM-PB Process modul Profibus DP for pictor and vicosys via RS232 or Ethernet


